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Temperature Chart Recorder, 
+22 to +68°F/-5 to +20°C, 7 Day/24 Hour, 3" Chart 

Features :  
The SC3 is our most compact circular chart recorder. Its 3" circular chart 
makes it small enough to fit in your hand yet provides the accuracy and 
resolution required for regulatory compliance and quality control. The 
reusable SC3 is rugged enough to withstand the rigors of transportation 
and storage applications. Best of all, its unbeatable price makes 
temperature recording affordable for virtually any application.   
 
�  Compact (less than 4" tall/wide) and durable 
�  Operates for up to two years on a single "AA" battery 
�  Rugged case ideal for transportation 
�  Super compact size and low cost 
�  Dual range capability, F/C (depending on chart that you install) 
�  24 hour and 7 day switchable 
�  Easy user calibration 
�  Direct sensing, no remote probe, compact enough to be placed almost anywhere 
�  Security slots for recorder security 
�  Special ranges for refrigerators, freezers, incubators, and ambient conditions 
�  Optional tamper seals can be used to insure the integrity of the chart 
 

Specifications  
 
Temperature Range : +22 to +68°F (-5 to +20°C) 
Temperature Accuracy : ±4% F (±2.5°C) over full scale 
Temperature Sensor : Precise spiral wound bi-metallic strip transducer 
Ambient Operating Conditions : -22 to +122°F (-30 to +50°C), 0 to 95% RH (non-cond ensing) 
Power Source : One AA battery (user replaceable) 
Battery Life (Average) : 2 years 
Chart Size (Diameter) : 3" 
Recording Time : 24 hour or 7 day 
Response Time : 11 minutes to move 63% of full scale in air moving 5’ per second 
Resolution : Not less than 1" per +55°F in 1°C or 2°F steps 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero point NIST traceable 
Mounting : Free standing, wall mounted or suspended 
Units / Pkg : 1 
Dimensions : 3.667" x 3.667" x 2.232" (9.3cm x 9.3cm x 5.7cm) 
Weight : 8 oz (227g) 
Included Accessories : Battery, pen and instruction manual 
Warranty : 12 Month Limited 
A.K.A. : Dickson SC386, Dickson SC3, Dickson Temperature Chart Recorder, Temperature Recorder, Chart 
Recorder, Circular Chart Recorder, Compact Chart Recorder, Transportation Recorder, Portable Recorder, chart 
Recorders 
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Temperature Chart Recorder, 
-30 to +50°C, 7 Day, 4" Chart 

Features :  
The SK4 has a 4" circular chart and is powered by a single AA battery 
making it an extremely portable instrument. Great for monitoring vaccine 
storage, employee and tenant comfort complaints, pharmaceuticals, and 
food storage and processing. 
Available with Digital Display - See Model SL4   
 
�  Totally self-contained and easy-to-use (place directly in environment to be monitored) 
�  Operates for up to three years on a single AA battery 
�  External On/Off switch and battery access 
�  Built in slot for optional tie down cable and lock 
�  Portable and compact 
 

Specifications  
 
Temperature Range : -30 to +50°C 
Temperature Accuracy : ±2% full scale 
Temperature Sensor : Precise spiral-wound bi-metallic strip transducer 
Ambient Operating Conditions : -22 to +122°F (-30 to +50°C); 0-95% RH (non-condens ing) 
Power Source : One AA battery (user replaceable) 
Battery Life (Average) : 3 years 
Chart Size (Diameter) : 4" 
Recording Time : 7 days 
Response Time : 11 minutes to move 63% of full scale 
Resolution : 0.1°F (0.1°C) 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero point NIST traceable 
Approvals : CE 
Mounting : Desk or wall mount 
Enclosure : Black ABS 
Units / Pkg : 1 
Dimensions : 7.0" x 5.5" x 2.5" (17.5cm x 13.7cm x 7.0cm) 
Weight : 1.1 lbs (482g) 
Included Accessories : One "AA" battery, pen, starter pack of charts, and instruction manual 
Warranty : 12 Month Limited 
A.K.A. : Dickson SK4350C7, Dickson SK4, Dickson TempTrace, Dickson Temptrace, Dickson SKL, Dickson 
Temperature Chart Recorder, Temperature Recorder, Chart Recorder, Circular Chart Recorder, 4” Chart Recorder, 
Chart Recorder, Portable Recorder, Chart Recorders 
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Temperature Chart Recorder w/ Digital Display, 
-30 to +50°C, 7 Day, 4" Chart 

Features :  
We took the SK4, added a digital display and ended up with a standard in 
Laboratory temperature monitoring - the SL4! The 4" circular chart and 
battery operation (a single AA) creates an extremely portable instrument. 
Perfect for Labs, Schools, Hospitals, Food Storage, Animal Comfort, and 
Human Comfort applications.  
 
�  Large Digital Display 
�  Totally self-contained and easy-to-use (place directly in environment to be monitored) 
�  Operates for up to three years on a single AA battery 
�  External On/Off switch and battery access 
�  Built in slot for optional tie down cable and lock 
�  Portable and compact 
 

Specifications 
 
Temperature Range : -30 to +50°C 
Temperature Sensor : Precise spiral-wound bi-metallic strip transducer 
Temperature Accuracy : ±2% full scale 
Ambient Operating Conditions : -22 to +122°F (-30 to +50°C); 0-95% RH (non-condens ing) 
Power Source : One AA battery (user replaceable) 
Battery Life (Average) : 3 years 
Display : 3.5 digit LCD 
Display Dimensions : 1.8" x .63" (48mm x 16mm) 
Display Accuracy : ±3.6°F (±2°C) 
Chart Size (Diameter) : 4" 
Recording Time : 7 Days 
Response Time : 11 minutes to move 63% full scale 
Resolution : 0.1°F (0.1°C) 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero point NIST traceable 
Approvals : CE 
Mounting : Desk or wall mount 
Enclosure : Black ABS 
Units / Pkg : 1 
Dimensions : 7.0" x 5.5" x 2.5" (17.5cm x 13.7cm x 7.0cm) 
Weight : 1.1 lbs (482g) 
Included Accessories : One "AA" battery, pen, starter pack of charts, and instruction manual 
Warranty : 12 Month Limited 
A.K.A. : Dickson SL4350C7, Dickson SL4, Dickson TempTrace, Dickson Temptrace, Dickson SKL, Dickson 
Temperature Chart Recorder, Temperature Recorder, Chart Recorder, Circular Chart Recorder, 4” Chart Recorder, 
Chart Recorder, Portable Recorder, Chart Recorders, Digital Display 



EASTCO LIMITED * FLAT C, 11/F TSUEN TUNG FACTORY BLDG., 38-40 CHAI WAN KOK ST., TSUEN WAN, N.T., HONG KONG 
TEL: (852) 2456 1823 * FAX: (852) 2469 1767 * WEB SITE: http://www.eastco-hk.com * E-MAIL: info@eastco.hk 

 
Page 5 

 

�����  

Temperature Chart Recorder w/ Remote Probe, 
0 to +100°C, 7 day, 4" chart 

Features :  
This remote reading temperature chart recorder features a NEMA 4X case 
and creates a written record on a 4" circular chart. The entire recording 
system including 6’ of capillary is enclosed with weather resistant materials 
that stand up to outdoor environments and harsh indoor environments. Its 
weather resistant case and battery operation make the DW4 ready to 
record temperatures just about anywhere! 

 

 
�  Water and dust resistant case protects chart in process environments 
�  Stainless steel bulb and sealed capillary for remote sensing of temperature 
�  Operates on a single "AA" battery for up to one year 
�  30 Day Money Back Guarantee 
 

Specifications 
 
Temperature Range : 0 to +100°C 
Temperature Accuracy : ±2% full scale 
Temperature Sensor : Gas or vapor filled system (bourdon tube with capillary) 
Ambient Operating Conditions : -22 to +122°F (-30 to +50°C), 0 to 95% RH 
Power Source : One AA battery (user replaceable) 
Battery Life (Average) : Up to 1 year 
Remote Probe Dimensions : 4" x 0.5" diameter (10.2cm x 1.3cm) stainless steel bulb with 6’ (183cm) capillary 
Chart Size (Diameter) : 4" 
Recording Time : 7 days 
Response Time : 30 seconds to move 63% of full scale in well stirred water 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero point NIST traceable 
Enclosure : Fiberglass NEMA 4x with door window (weather resistant/water resistant) 
Mounting : Back plate mounting holes for wall mounting 
Units / Pkg : 1 
Dimensions : 6.5" x 6.0" x 2.9" (15.9cm x 15.2cm x 47.4cm) 
Weight : 2.5 lbs (1.1kg) 
Included Accessories : Pen, "AA" battery, starter pack of charts, instruction manual 
Warranty : 12 Month Limited 
A.K.A. : Dickson DW4, Dickson DTP, Dickson DT, Dickson Distant Temperature Chart Recorder, Dickson DW, 
Temperature Chart Recorder, Temperature Recorder, Chart Recorder, 
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8" Temperature Chart Recorder 
w/ 4' Beadwire Probe 

Features : 
The KTX is loaded with features. An 8" circular chart that provides triple 
the readable chart area of a 4" recorder, a digital display viewable from 25’, 
the flexibility of plug-in K Thermocouples, alarms, locking door and keypad 
and it monitors temperatures from -50°F to +500°F.  

 

 
�  Records temperature on large 8" diameter chart  
�  User set-up of recording parameters including alarms, recording times and recording ranges  
�  Designed for remote sensing - use any K-thermocouple probe with mini-connector  
�  Large digital display  
�  AC powered with battery back-up  
�  Locking door and keypad  
�  Easy-to-set alarm  
 

Specifications  
 
User Selectable Temperature Ranges : -50 to +50°F/C, 0 to 100°F/C, 0 to +250°F/C, 0 to + 500°F (user selectable) 
Remote Temperature Range : 4 User Selectable Ranges from -50 to +500°F (-50 to +250°C) 
Remote Temperature Accuracy : ±0.3% of full scale, and ±1.8°F (±1°C) 
Remote Sensor : Standard K-Thermocouple (other K-TC probes available - see Accessories)  
Ambient Operating Conditions : +32 to +122°F (0 to +50°C) 0 to 95% (non-condensing ) 
Power Source : 120V AC adapter (4 "D" batteries for backup power - not included) (British and UK adapters available) 
Power Status Indicator : LCD Display 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Battery Life (Average) : 3 months in 24 hour mode (Backup Only)  
Display : 3.5 digit LCD  
Display Dimensions : 1.9" x 1.5" (48mm x 38mm) 
Display Resolution : 1°F/C 
Remote Probe Dimensions : K-type bead wire with mini connector; Cable Length: 4’ (121cm); extension cables available 
Chart Size (Diameter) : 8" 
Recording Time : 24 hour, 7 day & 31 day (user selectable) 
Response Time : 15 second time constant 
Microprocessor Based : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
Approvals : CE approved models available 
Alarm : Audio/Visual; High/Low 
Enclosure : ABS 
Mounting : Portable or wall mount 
Units / Pkg : 1 
Dimensions : 13.2" x 10.5" x 2.8" (33.5cm x 26.7cm x 7.1cm) 
Weight : 7 lbs (3.2kgs) 
Included Accessories : AC Adapter, pen, 4’ beadwire probe and starter pack of (C412) charts 
Warranty : 12 Month Limited 
Key Features : 1. Monitor temperatures from -50F to +2000F, 2.Audible High/Low Alarm 
3.Large 8" Chart, 4.LCD readable from 25’, 5.24 hour, 7 day & 31 day user selectable recording times 
A.K.A. : Dickson KTx, Dickson KTX, K-Thermocouple Chart Recorder, K-TC Chart Recorder, Temperature Recorder, Chart 
Recorder, Temperature Chart Recorder, Thermocouple Chart Recorder, Remote Probe Chart Recorder, Circular Chart 
Recorder, Temperature Recorder, High Temperature Recorder, Chart Recorders, Alarm, Display, 24 Hour Recorder, 7 Day 
Recorder, 31 Day Recorder 
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Flat Panel LCD Temperature Recorder with 
Remote K-Thermocouple Probe (°F/°C Switchable) 

Features :  
The FT121 lets you view detailed temperature data on its large screen and allows 
for optional PC downloads. Its large 4.5" x 2.5" display shows you current 
temperature readings and displays a graph of data ranging from 1 hour to 32 days. 
The remote K-Thermocouple probe allows you to monitor temperatures from -200 
to +2000°F/C, while an internal sensor records a mbient temperature conditions. No 
paper charts or running back to your PC to see data. This recorder shows you 
everything at the push of a button. 

 

 
Ideal for:   
�  Monitoring HVAC/R Systems  
�  Checking Refrigerator, Freezer and Cooler Conditions  
�  Monitoring Ovens, Autoclaves and Baths  
�  Tracking Critical Processes  
�  Gathering Data from Hard to Reach Places  
 

Specifications 
 
User Selectable Temperature Ranges : 0 to +100°F/C, 0 to +250°F/C, 0 to +500°F/C, 0 to + 1000°F/C, 0 to +2000°F/C, -50 to 
+50°F/C, -100 to +100°F/C, -200 to +200°F/C 
Temperature Range : 8 user selectable ranges from -200 to +200°F/C 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Internal Thermistor 
Remote Temperature Range : -200 to +2000°F (using optional A203 K-TC Probe) 
Remote Temperature Accuracy : ±1.8°F (±1°C) 
Remote Sensor : K-Thermocouple (other K-TC probes available - see Accessories) 
Ambient Operating Conditions : 0 to +120°F (-17.8 to +49°C), 0 to 95% RH (non-cond ensing) 
Data Capacity : 31,774 sample points 
Power Source : 120V AC adapter (9V battery backup) 
Power Status Indicator : LCD Display 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Battery Life (Average) : 2 weeks (Backup Only) 
Display : 240 x 128 pixels graphic LCD 
Display Update Rate : Data: varies with logging interval, 20 to 180 seconds 
Remote Probe Dimensions : K-type bead wire with mini connector; Cable Length: 4’ (121cm); extension cables available 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE approved model available 
Software Required : A015 or A025 (optional) 
Units / Pkg : 1 
Dimensions : 7.0" x 5.0" x 2.0" (17.8cm x 12.7cm x 5.1cm) 
Weight : 1.2 lbs (545 g) 
Warranty : 12 Month Limited 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, FlatScreen Data Logger, Flat Panel LCD Logger, Graphical 
Display Data Logger, Dickson Data Logger, Dickson Display Logger, Dickson FT, Temperature Logger, K-Thermocouple Data 
Logger, K-TC Data Logger, Remote Probe Data Logger, Remote Probe Logger, Thermocouple Data Logger, High Temperature 
Data Logger, Two Channel Data Logger, Temperature Loggers, Data Environment Logger, Datalogger 
Key Features : 1. Remote probe, 2.Large 4.5" x 2.5" graphical display, 3.No software or paper charts required 
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High Temperature & Waterproof Data Logger 
w/ 2.5" Piercing Probe 

Features :  
The HT120 was developed to handle the extreme temperatures and conditions 
previously impossible for a data logger. With a temperature monitoring range of -40 
to +257°F, a waterproof case constructed of food gr ade stainless steel, and a 2.5" x 
3/16" DIA probe probe, the HT120 is ready for your toughest applications.  

 
Perfect for agricultural applications incuding monitoring soil temperature and hay and feed storage. Also ideal for monitoring 
temperatures in laboratory incubators, autoclaves and baths. 
 

Specifications 
 
Temperature Range : -40 to +257°F (-40 to +125°C) 
Temperature Accuracy : ±1.8°F (±1°C) over range -4 to +212°F (-20 to +100° C) 
Temperature Sensor : Thermistor 
Ambient Operating Conditions : -40 to +257°F (-40 to +125°C) 
Data Capacity : 7,936 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3.6V Lithium battery 
Battery Life (Average) : 5 years 
Download Time : 45 seconds, typical when not logging 
Response Time : 5 minutes to move 63% of full scale 
Resolution : 0.1°F (0.1°C) at +70°F; 1°F (0.6°C) over range -40 to +275°F (-40 to +125°C) 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point & span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE 
Enclosure : 316 food grade stainless steel 
Software Required : A015 or A025 
DicksonWare™ Software Minimum Version Required : 6.0.2.11 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or 
faster microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) port 
Units / Pkg : 1 
Dimensions : 6.25" x 0.6875" diameter (15.88cm x 1.75cm) 
Weight : 2.7 oz (78g) 
Warranty : 12 Month Limited 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Dickson HT, Dickson High Temperature Logger, 
Dickson High Temperature Data Logger, Data Logger, Logger, Temperature Data Logger, Data Environment 
Logger, Waterproof Data Logger, Stainless Steel Data Logger, Bottle Logger, Process Logger, Process Data 
Logger, Temperature Logger, Datalogger 
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Self Contained Temperature Data Logger 

Features :  
The Dickson Pro Series Data Loggers take data acquisition to the next level with 
5-year battery life, data storage capacity of 32,512 sample points and our best 
accuracy specifications. The SP100 monitors and records ambient temperatures 
making it perfect for HACCP, regulatory requirements, quality control, and SPC to 
name just a few. Its low price makes it perfect for building monitoring. By placing a 
few in critical areas and leaving them to log you will have the data when an issue 
does arise. It may be months before you have an issue to investigate but the data 
will already be there for you. 

 

 
�  Battery Operation - 5 Year battery life 
�  Stores 32,512 Sample Points 
�  Temperature Range -40 to +176°F (-40 to 80°C) 
�  Delayed Start Capability 
�  Faster Downloading 
 
User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include 
complete customization of your graph, zooming, and viewing your data in tabular format. You can also view data 
from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring the data 
into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±1.8°F (±1°C) over range +14 to +176°F (-10 to +80° C); ±3.6°F (±2°C) over range -40 
to +14°F (-40 to -10°C) 
Temperature Sensor : Digital sensor 
Ambient Operating Conditions : -40 to +176°F (-40 to +80°C), 0 to 95% RH (non-cond ensing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3V lithium coin cell battery (factory replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 5 years 
Resolution : 0.1°F 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
User Calibration w/ SW400 : Yes 
Software Required : A015 
DicksonWare™ Software Minimum Version Required : 5.0.1.4 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or 
faster microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) port 
Units / Pkg : 1 
Dimensions : 3.1" x 2.1" x 0.9" (7.9cm x 5.4cm x 2.2cm) 
Weight : 1.8 oz (49g) 
Warranty : 12 Month Limited 
Key Features : 1. Five-Year Battery, 2.Range -40 to 176F 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data 
Logger, Dickson Data Logger, Dickson Logger, Dickson SP, Datalogger, Temperature Data Logger, Temperature 
Logger, Data Environment Logger, Datalogger 
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Remote K-Thermocouple Temperature Data Logger 

Features :  
The Dickson SP150 sets a new standard in accurate, easy to use, 
affordable PC based recording. The SP150 is a two-channel, low cost data 
logger equipped with an internal sensor for reading air temperatures as 
well as an external K-Thermocouple sensor for reading temperatures in 
extreme environments or hard to reach places. Due to its compact size, 
rugged design and battery power the SP150 can be placed just about 
anywhere. 

 

 
�  Dual Channel 
�  Battery Operation - 5 Year battery life 
�  Stores 32,512 Sample Points 
�  Internal Temperature Range -40 to +176°F (-40 to +8 0°C) 
�  Remote Temperature Range -238 to +2000°F (-150 to + 1093°C) 
�  Delayed Start Capability 
 
User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include complete 
customization of your graph, zooming, and viewing your data in tabular format. You can also view data from several loggers on 
a single graph enabling easy comparison of multiple sets of data. Transferring the data into documents or spreadsheets is a 
snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Internal Digital sensor 
Remote Temperature Range : -238 to +2000°F (using optional A203 K-TC Probe) 
Remote Temperature Accuracy : ±1.8°F (±1°C) 
Remote Sensor : Thermocouple (other K-TC probes available - see Accessories) 
Ambient Operating Conditions : -40 to +176°F (-40 to +80°C), 0 to 95% RH (non-cond ensing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3V lithium coin cell battery (factory replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 5 years 
Remote Probe Dimensions : K-type bead wire with mini connector; Cable Length: 4’ (121cm); extension cables available 
Resolution : 0.1°F 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point & span NIST traceable 
User Calibration w/ SW400 : Yes 
DicksonWare™ Software Minimum Version Required : 6.0.3.10 
Software Required : A015 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster 
microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) port 
Dimensions : 3.1" x 2.1" x 0.9" (7.9cm x 5.4cm x 2.2cm) 
Weight : 1.8 oz (49g) 
Warranty : 12 Month Limited 
Key Features : 1. Five-Year Battery, 2.Range -238 to 2000F 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data Logger, Dickson 
Data Logger, Dickson Logger, Dickson SP, Datalogger, Temperature Data Logger, Temperature Logger, Data Environment 
Logger, K-Thermocouple Data Logger, K-TC Data Logger, Remote Probe Data Logger, Remote Probe Logger, Thermocouple 
Data Logger, High Temperature Data Logger, Two Channel Data Logger, SP120, Datalogger 
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Midsize Display Temperature Data Logger 
w/ 2 K-Thermocouple Probes 

Features : 
Introducing our best data loggers ever! Dickson’s new series of Temperature Data 
Loggers with Jumbo Display offer all of the key features you’ve been looking for 
including: High/Low Alarm, Min/Max Display, Super high-speed USB 2.0 
Connectivity, One Step Data Transfer using removable SD FLASH memory cards, 
and much more! All of these features combined with Dickson quality and accuracy 
will make this your most valuable temperature monitoring tool. 

 

 
Featuring our fastest data download ever! Download data in just seconds, using new USB port, compared to 1.5 minutes using standard serial 
port. Or, leave the logger in the field and use memory cards to transfer data to your PC. 
 
These powerful yet compact (only 4” x 3” x 1.6”) data loggers are perfect for just about any application including: 
SM300-Temperature Range: -4 to +158°F  
Monitoring Human Comfort 
Recording Storage Conditions of Materials Including 
Pharmaceuticals, Food and Chemicals 
Monitoring Critical Equipment and Computers 
Evaluating Conditions in Coolers and Refrigerators 

 SM320 & SM325-Remote K-Thermocouple Temperature Ran ge*: -300 to 2000°F  
Monitoring HVAC/R Systems 
Evaluating Conditions in Freezers and Ovens 
Monitoring Temperatures in Autoclaves, Baths and Incubators 
Monitoring Conditions in Clean Rooms 
Remote probe is per fect for hard to reach locations and extreme temperatures!* 

*Using optional A203 remote K-Thermocouple probe 
Software Features : 
User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include complete customization of 
your graph, zooming, and viewing your data in tabular format. You can also view data from several loggers on a single graph enabling easy 
comparison of multiple sets of data. Transferring the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : (SM300/SM320) -4 to +158°F (-20 to +70°C)  
Temperature Sensor : (SM300/SM320) Thermistor 
Temperature Accuracy : (SM300/SM320) ±1.8°F (±1°C) 
Remote Temperature Range : (SM320/SM325) Full Range using 
A203 K-Thermocouple Probe: -300 to +2000°F (-184 to  +1093°C) 
Range with standard K-Thermocouple Probe: -300 to +400°F (-184 t o 
+204°C) 
Remote Sensor : (SM320/SM325) 4’ Teflon coated K-Thermocopule 
bead-wire probe with mini-connector 
Remote Temperature Accuracy : (SM320/SM325) ±1.8°F (±1°C) 
logger only; ±7.9°F (±4.4°C) 
Ambient Operating Conditions : -4 to +158°F (-20 to +70°C); 0 to 
95% RH non -condensing 
Download Type : USB, Serial or Memory Card 
Download Time : 30 Seconds (USB); 1.5 Minutes (Serial) 
Keypad Functions : 3 buttons with tactile feedback; Min/Max, Alarm, 
Download 
Response Time : 1 minute to 63% of full scale, typical 
Display : V.A. 4 digit LCD, TN Positive Mode, Reflective 
Display Dimensions : 2.0" x 1.375" 
Display Min/Max : Yes 
Resolution : 0.1° From 0.0 to 999.9; 1° over 1000 
Power Source : Batteries, 4 AA Alkaline; AC adapter - optional (Input 
Voltage/Current: 120VAC/60Hz/16W; Output Voltage/Current: 
9VDC/1A 
Power Status Indicator : LCD Display 
Input Connections : Plugs directly into outlet; Output Connection: 
3.5mm phone plug; Length: 6 feet) 
Battery Life (Average) : 6 months typical @ 1 minute sample; AA 
alkaline, user replaceable 
Battery Backup : Yes with optional AC Adapter 

 Memory : EEPROM, Removable Flash Storage Device 
Data Capacity : 32,000 (16,000 per channel) measurements 
Sample Interval : Records data in configurable 1 second to 24 hour 
intervals, in 1 or 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, 
dependent upon selected Sample Interval. 
Alarm : High/Low Audible alarm 
Approvals : CE 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero 
point & span NIST traceable 
User Calibration w/ SW400 : Yes 
MP100 Compatible : Yes (A015/A025 Serial Download Cable and 
Software Required) 
Enclosure : Polycarbonate 
Mounting : Wall mountable via keyhole slots 
Included Accessories : Batteries, instruction manual 
DicksonWare™ Software Minimum Version Required : 8.0 
DicksonWare™ PC/Software Requirements : Windows® 98, 
2000, and XP; PC with 486 MHz or better microprocessor, 16MB 
RAM, 1 free COM (serial) port with dedicated interrupt or 1 USB root 
hub, CD drive, VGA monitor or better 
DicksonWare™ Cable Type/Length : A015/A025: 9 pin female 
D-shell to male 2.5mm stereo plug, 6 feet; A016/A026: USB male 
series “A” plug to 5-pin male series “B” mini plug, 6’ (2 meters) 
DicksonWare™ Computer Interface : RS-232 serial (COM) port or 
USB 
Units / Pkg : 1 
Dimensions : 4.0” x 3.0” x 1.6” (10.2 x 7.7 x 3.9 cm) 
Weight : 9 oz 
Warranty : 12 Month Limited 

Key Features : 1. High/Low Alarm, 2.Min/Max Display, 3.High Speed USB Connectivity & Flash Memory 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Midsize Display Data Logger, Midsize Display Logger, USB Logger, Dickson 
Data Logger, Dickson Display Logger, Dickson SM, Datalogger, Temperature Data Logger, Memory Card, Alarm, Digital Display Logger, 
Temperature Logger, Data Environment Logger, Flash Memory Card, Alarm, K-Thermocouple Data Logger, K-TC Data Logger, Remote Probe 
Data Logger, Remote Probe Logger, Thermocouple Data Logger, High Temperature Data Logger, Two Channel Data Logger, Datalogger 
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Pro Series Temperature Data Logger w/ Display 

Features :  
We’ve taken our best selling Pro-Series Data Logger and added a LCD to 
create our best data logger yet! With a 1-year battery life and our best 
accuracy specifications, this compact logger lets you record over 32,000 
temperature sample points and view MIN, MAX and current readings with 
the push of a button. The SR300 features a self-contained temperature 
sensor and a large 2.5 digit LCD. 

 

 
Use the SR300 for: 
 
�  Monitoring food, drug and chemical storage 
�  Checking building automation systems 
�  Monitoring storage of critical equipment and computers 
�  Recording conditions in clean rooms, chambers and incubators 
 
View downloaded data with user friendly DicksonWare™ software. It creates a graph of your data in seconds and 
features include customization of your graph and zooming and viewing your data in tabular format. You can also 
view data from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring 
the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -4 to +158°F (-20 to +70°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Digital sensor 
Ambient Operating Conditions : -4 to +158°F (-20 to +70°C), 0 to 95% RH (non-conde nsing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3.6V "AA" Lithium battery (user replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 1 year 
Memory : Non-volatile (retains data when battery is removed) 
Display : 2.5 digit LCD 
Display Dimensions : 1" x .55" (25.4mm x 13.97mm) 
Display Resolution : 1°F 
Display Min/Max : Yes 
Response Time : 10 minutes to move 63% of full scale 
Download Time : Approximately 1.5 minutes 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point & span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE 
Enclosure : ABS 
Software Required : A015 or A025 
DicksonWare™ Software Minimum Version Required : 7.20 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster microprocessor, 4 MB 
RAM, 1 free COM (serial) port, CD drive 
Units / Pkg : 1 
Dimensions : 3.77" x 1.43" x 1.09" (9.58cm x 3.63cm x 2.77cm) 
Weight : 2 oz. (57g) 
Included Accessories : "AA" 3.6V lithium battery 
Warranty : 12 Month Limited 
Key Features : 1. Digital Display, 2.Min/Max Display, 3.TR220has "Push to Start" 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data Logger, Dickson Data Logger, 
Dickson Logger, Dickson SR, Datalogger, Temperature Data Logger, Temperature Logger, Data Environment Logger, Display Logger, Display 
Data Logger, LCD Logger, LCD Data Logger, Datalogger 
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Pro Series Temperature Data Logger 
w/ Push to Start 

Features :  
Our new Push-to-Start Data Logger gives you the option to start logging 
data with the push of a button! With a 1-year battery life and our best 
accuracy specifications, this compact logger lets you record over 32,000 
temperature sample points and a new push-to-start option along with our 
standard wrap or stop-when-full recording features. The SR200 features a 
self-contained temperature sensor. 

 

 
Use the SR200 for:  
�  Monitoring food, drug and chemical storage 
�  Checking building automation systems 
�  Monitoring storage of critical equipment and computers 
�  Recording conditions in clean rooms, chambers and incubators 
 
View downloaded data with user friendly DicksonWare™ software. It creates a graph of your data in seconds and 
features include customization of your graph and zooming and viewing your data in tabular format. You can also 
view data from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring 
the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Digital sensor 
Ambient Operating Conditions : -40 to +176°F (-40 to +80°C), 0 to 95% RH (non-cond ensing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3.6V "AA" lithium battery (user replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 1 Year 
Memory : Non-volatile (retains data when battery is removed) 
Push to Start : Yes 
Download Time : Approximately 1.5 minutes 
Response Time : 10 minutes to move 63% of full scale 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
User Calibration w/ SW400 : Yes 
Approvals : CE 
Enclosure : ABS 
Software Required : A105 or A025 
DicksonWare™ Software Minimum Version Required : 7.5.1 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster 
microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
Units / Pkg : 1 
Dimensions : 3.77" x 1.43" x 1.09" (9.58cm x 3.63cm x 2.77cm) 
Weight : 2 oz. (57g) 
Included Accessories : "AA" 3.6V lithium battery 
Warranty : 12 Month Limited 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data Logger, Dickson 
Data Logger, Dickson Logger, Dickson SR, Datalogger, Temperature Data Logger, Temperature Logger, Data Environment 
Logger, Push to Start Logger, Push-to-Start Data Logger, Datalogger 
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Self Contained Temperature Data Logger 

Features :  
The Dickson SX100 sets a new standard in affordable, accurate, and 
easy-to-use PC based recording. The SX100 is a self-contained, low cost, 
single channel temperature Data Logger. Its low cost makes it a great 
preventive maintenance tool. Building Managers place them through out 
their facilities constantly logging data so when a temperature issue does 
arise they already have the data to review. That issue may not arise for 
months but they are prepared today! Great for HACCP, SPC, and Quality 
Control as well. 

 

 
�  Ideal for accurate recording of temperature for quality control. 
�  Recorded temperature data is easily downloaded and integrated into spreadsheets and documents 
�  Battery Operation - 1 Year battery life 
�  Stores 7,680 Sample Points 
�  Temperature Range -40 to +176°F (-40 to 80°C) 
�  Delayed Start Capability 
�  Faster Downloading 
 
User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include 
complete customization of your graph, zooming, and viewing your data in tabular format. You can also view data 
from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring the data 
into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±2.25°F (+14 to +176°F) 
Temperature Sensor : Digital sensor 
Ambient Operating Conditions : -40 to +176°F (-40 to +80°C), 0 to 95% RH (non-cond ensing) 
Data Capacity : 7,680 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval. 
Power Source : 3V lithium coin cell battery (user replaceable) 
Battery Life (Average) : 1 year 
Power Status Indicator : LED Indicator 
Resolution : 0.9°F 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
Approvals : CE 
Software Required : A015 
DicksonWare™ Software Minimum Version Required : 6.0.0.5 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) port 
Dimensions : 3.1" x 2.1" x 0.9" (7.9cm x 5.4cm x 2.2cm) 
Weight : 1.8 oz (49g) 
Warranty : 12 Month Limited 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data 
Logger, Dickson Data Logger, Dickson Logger, Dickson SX, Datalogger, Temperature Data Logger, Temperature 
Logger, Data Environment Logger, Datalogger 
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Temperature & Humidity Chart Recorder, 
-20 to +50°C, 7 Day, 8" Chart 

Features :  
The TH8 is extremely easy to use in many critical temperature and 
humidity environments such as computer rooms, employee comfort, 
storage areas, and laboratories. Durable all metal construction, unequalled 
portability, ease of use, and its ability to run for up to a year on a single AA 
battery have made the TH8 a standard in the industry.  

 
�  Rugged Metal Case 
�  Operates up to one full year on a single "AA" battery 
�  Totally self-contained and easy-to-use 
�  Records temperature and humidity on one chart 
�  Large, easy-to-read 8" circular chart 
�  Plexiglas, shatter resistant, window in door 
 

Specifications 
 
Temperature Range : -20 to +50°C 
Temperature Accuracy : ±2% full scale 
Temperature Sensor : Spiral-wound bimetallic strip transducer 
Humidity Range : 15 to 85% RH (non-condensing) 
Humidity Accuracy : ±2% full scale 
Humidity Sensor : Cellulose Acetate-Butyrate strips 
Ambient Operating Conditions : -20 to +122°F (-20 to +50°C), 15 to 85% RH (non-con densing) 
Power Source : One "AA" battery (user replaceable) 
Battery Life (Average) : Up to 1 year 
Chart Size (Diameter) : 8" 
Recording Time : 7 day 
Response Time : 15 minutes to move 63% of full scale 
Warm-up Time : 1 hour to stabilize 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero point NIST traceable 
Pen Offsets : Pens are offset to allow the red pen (temperature) to glide under the blue pen (humidity). The blue 
pen indicates the correct time and the red pen precedes it by 3/16" 
Mounting : Free standing or keyhole slots for wall mounting 
Units / Pkg : 1 
Dimensions : 9.5" x 9.5" x 4.125" (24cm x 24cm x 10cm) 
Weight : 6 lbs. (2.7kgs) 
Included Accessories : One "AA" alkaline battery, pens, starter pack of charts, and instruction manual 
Warranty : 12 Month Limited 
A.K.A. : Dickson TH8, Temperature and Humidity Chart Recorder, Temperature Humidity Chart Recorder, 
Temperature and Humidity Recorder, Chart Recorder, Circular Chart Recorder, Chart Recorders 
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8" Temperature / Humidity / Dew Point 
Chart Recorder with Remote Probe 

Features :  
The Dickson THDX Chart Recorder is a uniquely versatile instrument. We 
have combined Temperature, Humidity, and Dew Point Monitoring with an 
8" circular chart and large digital display. Alarms, locking door and keypad 
are also standard features of the THDX. Accessories include extension 
cables for the instrument’s probe for remote monitoring applications.  

 

 
�  Remote sensing capability with optional extension cords (10’, 50’ and 100’ available)(see Accessories) 
�  Alarms: Audio/Visual with High/Low setting capabilities 
�  Microprocessor control and electronic sensing 
�  C/F and RH/Dew Point switchable 
�  Large 8" diameter circular chart 
�  Min/Max feature allows display of minimum and maximum readings 
�  User calibration 
�  Locking control keypad and door 
�  Large digital display shows two variables at once 
�  User selectable recording times and temperature ranges 
�  AC powered with battery back-up (batteries not included) 
 

Specifications 
 
User Selectable Temperature Ranges : -20 to +120°F (-29 
to +50°C), +40 to +110°F (+5 to +40°C) (user select able) 
Temperature Range : 
4 user selectable ranges from -20 to +120°F (-29 to  +50°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : External Thermistor 
Humidity Range : 0 to 95% RH (non-condensing) 
Humidity Accuracy : 
±2% from 0 and 60%, ±3% from 60 to 95% 
Humidity Sensor : Monolithic IC humidity sensor 
Dew Point Range (Calculated) : 
-22 to +122°F (-30 to +50°C) 
Dew Point Accuracy (Calculated) : 
30% to 95% RH: ±3.6°F (±2°C) 
10% to 30% RH: ±7.2°F (±4°C) 
5 % to 10% RH: ±14.4°F (±8°C) 
0% to 5% RH: ±88.2°F (±49°C) 
Ambient Operating Conditions : +32 to +122°F (0 to 
+50°C), 0 to 95% RH (non-condensing); Probe Only: -2 0 to 
+120°F (-29 to +50°C), 0 to 95% RH (non-condensing)  
Power Source : 120V AC adapter (4 "D" batteries for backup 
power - not included) (British and UK adapters available) 
Power Status Indicator : LCD Display 
Power Cord : 6’ (2 meters) 

 Battery Backup : Yes 
Battery Life (Average) : 
3 months in 24 hour mode (Backup Only) 
Display : 3.5 digit LCD 
Display Dimensions : 1.9" x 1.5" (48mm x 38mm) 
Display Resolution : 1°F (1°C), 1% RH 
Alarm : Audio/Visual; High/Low 
Chart Size (Diameter) : 8" 
Recording Time : 24 hour, 7 day or 31 day (user selectable) 
Response Time : 2.5 minutes to move 63% of full scale 
Approvals : CE approved models available 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: 
zero point and span NIST traceable 
Dimensions : 
13.2" x 10.5" x 2.8" (33.5cm x 26.7cm x 7.1cm) 
Remote Probe Dimensions : Houses thermistor and RH 
sensor in polycarbonate plastic; 5.9" x 0.91" (15cm x 2.3cm); 
Cable Length: 10" (25cm) 
Weight : 7 lbs (3.18kg) 
Included Accessories : AC Adapter, pens, starter pack of 
(C417) charts 
Warranty : 12 Month Limited 

Key Features : 1. Large 8" Chart, 2.Big Display, 3.Records Dew Point, 
4.Remote Probe, 5.Audio/Visual Alarm, 6.User Selectable Times and Ranges 
A.K.A. : Dickson THDx, Dickson THx, Temperature and Humidity Chart Recorder, Temperature Humidity Chart Recorder, 
Temperature and Humidity Recorder, Chart Recorder, Circular Chart Recorder, Chart Recorders, Digital Display Chart 
Recorder, Alarms, Remote Probe Chart Recorder, Remote Probe Recorder, Remote Probe 
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8" Chart, -20 to +50, 24 Hour (0 to 100 RH) 
- In stock for immediate delivery. 

Features : 60 Charts per Box   

 

Specifications 
 
A.K.A. : Dickson Chart, 8" Chart, 8" Circular Charts, Circular Charts, Paper Charts, Recorder Charts, Chart 
Recorder Charts, Chart Paper 
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8" Chart, -20 to +50, 7 Day (0 to 100 RH) 
- In stock for immediate delivery. 

Features : 60 Charts per Box  

 

Specifications 
 
A.K.A. : 650-047300, Dickson Chart, 8" Chart, 8" Circular Charts, Circular Charts, Paper Charts, Recorder Charts, 
Chart Recorder Charts, Chart Paper 



EASTCO LIMITED * FLAT C, 11/F TSUEN TUNG FACTORY BLDG., 38-40 CHAI WAN KOK ST., TSUEN WAN, N.T., HONG KONG 
TEL: (852) 2456 1823 * FAX: (852) 2469 1767 * WEB SITE: http://www.eastco-hk.com * E-MAIL: info@eastco.hk 

 
Page 19 

 

	���  

8" Chart, +5 to +40, 31 Day (0 to 100 RH) 
- In stock for immediate delivery. 

Features : 60 Charts per Box  

 

Specifications 
 
A.K.A. : 650-048300, Dickson Chart, 8" Chart, 8" Circular Charts, Circular Charts, Paper Charts, Recorder Charts, 
Chart Recorder Charts, Chart Paper 
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6" Temperature & Humidity Chart Recorder w/ 
240V 50/60Hz European Voltage Adapter & Display 

Features :  
The TH6 recorders will accommodate a wide range of 
temperature/humidity applications. All TH6 models feature a 6" circular 
chart smartly housed in a compact bench mount, wall mount, and DIN 
compatible case. Features include AC power with battery back-up, user 
switchable recording times and temperature ranges. Optional features 
include digital display, audible alarm, and a SPST alarm/relay contact.  

 
�  Records temperature and humidity on a 6" diameter chart 
�  Monitors conditions up to +185°F with remote probe (see TH603) 
�  Options include remote probe, audible alarm and relay contacts 
�  AC power with battery back-up plus power status indicator 
�  User set-up of recording times, ranges, and temperature scale 
�  (C/F) switchable 
�  Panel mountable DIN sized enclosure 
�  Unbeatable accuracy and affordability 
 

Specifications 
 
User Selectable Temperature Ranges : 0 to +50°C, +32 to +100°F (user selectable) 
Temperature Range : 2 User Selectable Ranges from +32 to +100°F (0 to 5 0°C) 
Temperature Accuracy : ±0.5% of full scale, ±1.8° (±1°C) 
Temperature Sensor : High precision thermistor 
Humidity Range : 10 to 95% RH (non-condensing) 
Humidity Accuracy : ±2% from 10 to 60%, ±3% from 60 to 95% 
Humidity Sensor : High precision capacitance type, Monolithic IC Humidity Sensor 
Ambient Operating Conditions : +32 to +122°F (0 to +50°C), 0 to 95% RH (non-conden sing) 
Power Source : 240V 50/60Hz w/ European AC adapter (9V battery backup powers unit for up to one day) 
Power Status Indicator : LED Indicator 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Battery Life (Average) : 24 hours (Backup Only) 
Chart Size (Diameter) : 6" 
Recording Time : 24 hour or 7 day (user selectable) 
Response Time : 2.5 minutes 
Resolution : 0.1 from -9.9 to 199.9; 1 above 2000 and below -9.9 
Keypad Functions : On/Off, pen home, time adjust and calibration (hidden function) 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
Approvals : CE 
Mounting : Surface or panel mount, DIN compatible 
Units / Pkg : 1 
Display Dimensions : .59" x 1.18" (15mm x 30mm) 
Weight : 3 lbs (1.36kgs) 
Warranty : 12 Month Limited 
A.K.A. : Dickson TH6, Temperature and Humidity Chart Recorder, Temperature Humidity Chart Recorder, 
Temperature and Humidity Recorder, Chart Recorder, Circular Chart Recorder, Chart Recorders, 240V50/60Hz 
European Voltage Adapter, Alarm, Display, Relay Contacts 
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RH Humidity Calibration Kit - 33% and 75% 

Features : Chart Recorder Models: THDx, TH603; Data Logger Models: 
FH125, TM125; Indicator Models: TH300 

 

 

Specifications 
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Flat Panel LCD Temperature & Humidity Recorder 
with Remote Probe (°F/°C Switchable) 

Features :  
Dickson’s FH125 Flat Panel LCD Recorder with Remote Probe, lets you 
view detailed temperature and humidity data on its large screen and allows 
for optional PC downloads. The large 4.5" x 2.5" display shows you current 
temperature and humidity readings and displays a graph of data ranging 
from 1 hour to 32 days. No paper charts or running back to your PC to see 
data, this recorder shows you everything at the push of a button. 

 

 
Ideal for:  
Chambers, Incubators and hard to reach places  
Tracking Critical Processes  
Monitoring Walk-in Freezers, Coolers and Storage Rooms  
Monitoring Clean Rooms & Isolation Rooms  
 

Specifications 
 
User Selectable Temperature Ranges : 0 to 100°F, -40 to +185°F, 0 to +120°F, -20 to +40° C, -40 to +85°C, -20 to +50°C  
Temperature Range : 6 user selectable ranges from -40 to +185°F (-40 to  +85°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : External Thermistor 
Humidity Range : 0 to 95% RH (non-condensing) 
Humidity Accuracy : ±2% from 0 to 60%, ±3% from 60 to 95% 
Humidity Sensor : Capacitive 
Dew Point Range (Calculated) : -22 to +122°F (-30 to +50°C) 
Dew Point Accuracy (Calculated) : ±3.6°F (±2°C) from 30 to 95% RH 
Ambient Operating Conditions : 0 to +120°F (-30 to +50°C), 0 to 95% RH (non-conden sing); Probe Only: -40 to +185°F (-40 
to +85°C), 0 to 95% RH (non-condensing) 
Data Capacity : 31,744 sample points 
Power Source : 120V AC adapter (9V battery backup) 
Power Status Indicator : LCD Display 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Battery Life (Average) : 2 weeks (Backup Only) 
Display : 240 x 128 pixels graphic LCD 
Display Update Rate : Data: varies with logging interval, 20 to 180 seconds 
Remote Probe Dimensions : Houses thermistor and RH sensor in polycarbonate plastic; 5.9" x 0.91" (15cm x 2.3cm); Cable 
Length: 10" (25cm); extension cables available 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE approved model available 
Software Required : A015 or A025 (optional) 
DicksonWare™ Software Minimum Version Required : 6.0.3.10 
Units / Pkg : 1 
Dimensions : 7.0" x 5.0" x 2.0" (17.8cm x 12.7cm x 5.1cm) 
Weight : 1.2 lbs (545 g) 
Warranty : 12 Month Limited 
Key Features : 1. Remote probe, 2.Large 4.5" x 2.5" graphical display, 3.No software or paper charts required 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, FlatScreen Data Logger, Flat Panel LCD Logger, Graphical 
Display Data Logger, Dickson Data Logger, Dickson Display Logger, Dickson FH, Datalogger, Temperature and Humidity Data 
Logger, Digital Display Logger, Temperature and Humidity Logger, Data Environment Logger, Remote Probe Data Logger, 
Remote Probe Logger, Two Channel Data Logger, Temperature Humidity Data Logger, Datalogger 
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Super Compact Temperature & Humidity 
Data Loggers (12 pack) 

Features :  
So compact, slightly larger than a quarter, you can put these data loggers 
just about anywhere. So inexpensive, less than $75 each, you can monitor 
all of your critical applications without sacrificing accuracy and ease of use. 
These loggers feature great accuracy specifications and use our popular 
DicksonWare™ software. Kit includes 12 temperature and humidity data 
loggers. 

 

 
Use the TK500 for:  
�  Monitoring goods in storage 
�  Logging conditions while goods are in transit 
�  Mapping and evaluating HVAC/R systems 
�  Place these loggers in shipping containers, refrigerators, freezers, coolers, ventilation ducts, and just about anywhere 

you need to monitor temperature and humidity conditions. 
 
View downloaded data with user friendly DicksonWare™ software. It creates a graph of your data in seconds and features 
include customization of your graph and zooming and viewing of your data in tabular format. You can also view data from 
several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring the data into documents or 
spreadsheets is a snap! 
 

Specifications  
 
Temperature Range : -4 to +158°F (-20 to +70°C) 
Temperature Accuracy : ±1.8°F (±1°C) over range -4 to 
+158°F (-20 to +70°C) 
Temperature Sensor : Digital Sensor 
Humidity Range : 0 to 95% RH (non-condensing) 
Humidity Accuracy : ±2% over range 10 to 90% RH 
Humidity Sensor : Digital Sensor 
Ambient Operating Conditions : -4 to +158°F (-20 to 
+70°C), 0 to 95% RH (non-condensing)  
Data Capacity : 3,840 sample points 
Sample Interval : Records data in configurable 10 second to 
24 hour intervals, in 10 second increments.  
Sample Storage Rate : Storage rate until logger is full may 
vary, dependent upon selected Sample Interval.  
Power Source : 3V lithium battery (user replaceable) 
Battery Life (Average) : 1 year 
Memory : EEPROM 
Response Time : 10 minutes to 63% full scale 
Download Time : 30 seconds, typical with logger full 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: none; Factory: zero 
point and span NIST traceable 

 Software Required : A015 or A025 
DicksonWare™ Software Minimum Version Required : 
7.5.0 
DicksonWare™ PC/Software Requirements : Microsoft 
Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster 
microprocessor, 4 MB RAM, 1 free COM (serial) port, CD 
drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to 
male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM 
(serial) port 
Approvals : CE 
Enclosure : Polycarbonate 
Units / Pkg : 12 
Dimensions : 1.35" x 1.1" x 0.485" (3.43 x 2.79 x 1.23cm) 
Weight : 0.44 ounces (12.4 grams) 
Included Accessories : Battery 
Warranty : 12 Month Limited 
 

 
Key Features : 1. Less than $75 each, 2.Slightly larger than a quarter 
A.K.A. : Computers, Hardware, Test Equipment, Dickson TK, Dickson Data Logger, Dickson Logger, Datalogger, Temperature 
and Humidity Data Logger, Temperature and Humidity Logger, Data Environment Logger, Transportation Logger, Portable 
Logger, Datalogger 
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Midsize Display Temperature & Humidity 
Data Logger 

Features :  
ntroducing our best data loggers ever! Dickson’s new series of Temperature Data 
Loggers with Jumbo Display offer all of the key features you’ve been looking for 
including: High/Low Alarm, Min/Max Display, Super high-speed USB 2.0 
Connectivity, One Step Data Transfer using removable SD FLASH memory cards, 
and much more! All of these features combined with Dickson quality and accuracy 
will make this your most valuable temperature monitoring tool. 

 

 
Featuring our fastest data download ever! Download data in just seconds, using new USB port, compared to 1.5 minutes using standard serial 
port. Or, leave the logger in the field and use memory cards to transfer data to your PC. 
 
These powerful yet compact (only 4” x 3” x 1.6”) data loggers are perfect for just about any application including: 
 
TM320 -Self Contained Temperature and Humidity  
Monitoring Human Comfort 
Recording Storage Conditions of Materials Including: 
Pharmaceuticals, Food and Chemicals 
Monitoring Critical Equipment and Computers 
Evaluating Conditions in Coolers and Storage Room 

 TM325 -Remote Temperature and Humidity Probe  
Monitoring HVAC/R Systems 
Recording Conditions in Clean Rooms 
Monitoring Walk in Freezers and Refrigerators 
Monitoring Incubators and Chambers 
Remote probe is perfect for hard to reach locations! 

 
Software Features : User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include 
complete customization of your graph, zooming, and viewing your data in tabular format. You can also view data from several loggers on a 
single graph enabling easy comparison of multiple sets of data. Transferring the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Humidity Range : 0 to 95% RH 
Humidity Sensor : Monolithic IC Humidity Sensor 
Humidity Accuracy : ±2% RH @ 77°F (25°C) 
Temperature Range : -4 to +158°F (-20 to +70°C) 
Temperature Sensor : Thermistor 
Temperature Accuracy : ±1.8°F (±1°C) 
Dew Point Range (Calculated) : -22 to +122°F (-30 to +50°C) 
Dew Point Accuracy (Calculated) : ±3.6°F (±2°C) from 30 to 95% 
RH 
Ambient Operating Conditions : -4 to +158°F (-20 to +70°C); 0 to 
95% RH non -condensing 
Download Type : USB, Serial or Memory Card 
Download Time : 30 Seconds (USB); 1.5 Minutes (Serial) 
Keypad Functions : 3 buttons with tactile feedback; Min/Max, Alarm, 
Download 
Response Time : 1 minute to 63% of full scale, typical 
Display : V.A. 4 digit LCD, TN Positive Mode, Reflective 
Display Dimensions : 2.0" x 1.375" 
Display Min/Max : Yes 
Resolution : 0.1° From 0.0 to 999.9; 1° over 1000 
Power Source : Batteries, 4 AA Alkaline; AC adapter - optional (Input 
Voltage/Current: 120VAC/60Hz/16W; Output Voltage/Current: 
9VDC/1A 
Power Status Indicator : LCD Display 
Input Connections : Plugs directly into outlet; Output Connection: 
3.5mm phone plug; Length: 6 feet) 
Battery Life (Average) : 6 months typical @ 1 minute sample; AA 
alkaline, user replaceable 
Battery Backup : Yes with optional AC Adapter 
Memory : EEPROM, Removable Flash Storage Device 

 Data Capacity : 32,000 (16,000 per channel) measurements 
Sample Interval : Records data in configurable 1 second to 24 hour 
intervals, in 1 or 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, 
dependent upon selected Sample Interval. 
Alarm : High/Low Audible alarm 
Approvals : CE 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: zero 
point & span NIST traceable 
User Calibration w/ SW400 : Yes 
MP100 Compatible : Yes (A015/A025 Serial Download Cable and 
Software Required) 
Enclosure : Polycarbonate 
Mounting : Wall mountable via keyhole slots 
Included Accessories : Batteries, instruction manual 
DicksonWare™ Software Minimum Version Required : 8.0 
DicksonWare™ PC/Software Requirements : Windows® 98, 
2000, and XP; PC with 486 MHz or better microprocessor, 16MB 
RAM, 1 free COM (serial) port with dedicated interrupt or 1 USB root 
hub, CD drive, VGA monitor or better 
DicksonWare™ Cable Type/Length : A015/A025: 9 pin female 
D-shell to male 2.5mm stereo plug, 6 feet; A016/A026: USB male 
series “A” plug to 5-pin male series “B” mini plug, 6’ (2 meters) 
DicksonWare™ Computer Interface : RS-232 serial (COM) port or 
USB 
Units / Pkg : 1 
Dimensions : 4.0” x 3.0” x 1.6” (10.2 x 7.7 x 3.9 cm) 
Weight : 9 oz 
Warranty : 12 Month Limited 

Key Features : 1. High/Low Alarm, 2.Min/Max Display , 3.High Speed USB Connectivity & Flash Memory 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Midsize Display Data Logger, Midsize Display Logger, USB Logger, Dickson 
Data Logger, Dickson Display Logger, Dickson TM, Datalogger, Temperature and Humidity Data Logger, Memory Card, Alarm, Digital Display 
Logger, Temperature and Humidity Logger, Data Environment Logger, Flash Memory Card, Alarm, Two Channel Data Logger, Temperature 
Humidity Data Logger, Datalogger 
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Midsize Display Temperature & Humidity 
Data Logger w/ Remote Probe 

Features : Introducing our best data loggers ever! Dickson’s new series of 
Temperature Data Loggers with Jumbo Display offer all of the key features you’ve 
been looking for including: High/Low Alarm, Min/Max Display, Super high-speed 
USB 2.0 Connectivity, One Step Data Transfer using removable SD FLASH 
memory cards, and much more! All of these features combined with Dickson 
quality and accuracy will make this your most valuable temperature monitoring tool. 

 

 
Featuring our fastest data download ever! Download data in just seconds, using new USB port, compared to 1.5 minutes using standard serial 
port. Or, leave the logger in the field and use memory cards to transfer data to your PC. 
 
These powerful yet compact (only 4” x 3” x 1.6”) data loggers are perfect for just about any application including: 
 
TM320 -Self Contained Temperature and Humidity  
Monitoring Human Comfort 
Recording Storage Conditions of Materials Including: 
Pharmaceuticals, Food and Chemicals 
Monitoring Critical Equipment and Computers 
Evaluating Conditions in Coolers and Storage Room 

 TM325 -Remote Temperature and Humidity Probe  
Monitoring HVAC/R Systems 
Recording Conditions in Clean Rooms 
Monitoring Walk in Freezers and Refrigerators 
Monitoring Incubators and Chambers 
Remote probe is perfect for hard to reach locations! 

 
Software Features : User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include 
complete customization of your graph, zooming, and viewing your data in tabular format. You can also view data from several loggers on a 
single graph enabling easy comparison of multiple sets of data. Transferring the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Humidity Range : 0 to 95% RH 
Humidity Sensor : Monolithic IC Humidity Sensor 
Humidity Accuracy : ±2% RH @ 77°F (25°C) 
Remote Temperature Range : -40 to +185°F (-40 to +85°C) 
Temperature Sensor : Thermistor 
Temperature Accuracy : ±1.8°F (±1°C) 
Dew Point Range (Calculated) : -22 to +122°F (-30 to +50°C) 
Dew Point Accuracy (Calculated) : ±3.6°F (±2°C) from 30 to 95% 
RH 
Ambient Operating Conditions : -4 to +158°F (-20 to +70°C); 0 to 
95% RH non -condensing 
Download Type : USB, Serial or Memory Card 
Download Time : 30 Seconds (USB); 1.5 Minutes (Serial) 
Keypad Functions : 3 buttons with tactile feedback; Min/Max, Alarm, 
Download 
Response Time : 1 minute to 63% of full scale, typical 
Display : V.A. 4 digit LCD, TN Positive Mode, Reflective 
Display Dimensions : 2.0" x 1.375" 
Display Min/Max : Yes 
Resolution : 0.1° From 0.0 to 999.9; 1° over 1000 
Power Source : Batteries, 4 AA Alkaline; AC adapter - optional (Input 
Voltage/Current: 120VAC/60Hz/16W; Output Voltage/Current: 
9VDC/1A 
Power Status Indicator : LCD Display 
Input Connections : Plugs directly into outlet; Output Connection: 
3.5mm phone plug; Length: 6 feet) 
Battery Life (Average) : 6 months typical @ 1 minute sample; AA 
alkaline, user replaceable 
Battery Backup : Yes with optional AC Adapter 
Memory : EEPROM, Removable Flash Storage Device 
Data Capacity : 32,000 (16,000 per channel) measurements 

 Sample Interval : Records data in configurable 1 second to 24 hour 
intervals, in 1 or 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may vary, 
dependent upon selected Sample Interval. 
Alarm : High/Low Audible alarm 
Approvals : CE 
Calibration : Standard Dickson Certificate of Calibration 
User Calibration w/ SW400 : Yes 
Available Calibration Options : User: zero point; Factory: zero 
point & span NIST traceable 
MP100 Compatible : Yes (A015/A025 Serial Download Cable and 
Software Required) 
Enclosure : Polycarbonate 
Mounting : Wall mountable via keyhole slots 
Remote Probe Dimensions : Houses thermistor and RH sensor in 
polycarbonate plastic; 5.9" x 0.91" (15cm x 2.3cm); Cable Length: 6’ 
(2 meters) 
Included Accessories : Batteries, instruction manual 
DicksonWare™ Software Minimum Version Required : 8.0 
DicksonWare™ PC/Software Requirements : Windows® 98, 
2000, and XP; PC with 486 MHz or better microprocessor, 16MB 
RAM, 1 free COM (serial) port with dedicated interrupt or 1 USB root 
hub, CD drive, VGA monitor or better 
DicksonWare™ Cable Type/Length : A015/A025: 9 pin female 
D-shell to male 2.5mm stereo plug, 6 feet; A016/A026: USB male 
series “A” plug to 5-pin male series “B” mini plug, 6’ (2 meters) 
DicksonWare™ Computer Interface : RS-232 serial (COM) port or 
USB 
Units / Pkg : 1 
Dimensions : 4.0” x 3.0” x 1.6” (10.2 x 7.7 x 3.9 cm) 
Weight : 9 oz  Warranty : 12 Month Limited 

Key Features : 1. High/Low Alarm, 2.Min/Max Display, 3.High Speed USB Connectivity & Flash Memory 
A.K.A. : Data Logger, Midsize Display Data Logger, Midsize Display Logger, USB Logger, Dickson Data Logger, Dickson Display Logger, 
Dickson TM, Datalogger, Temperature and Humidity Data Logger, Memory Card, Alarm, Digital Display Logger, Temperature and Humidity 
Logger, Data Environment Logger, Flash Memory Card, Alarm, Remote Probe Data Logger, Remote Probe Logger, Two Channel Data Logger, 
Temperature Humidity Data Logger, Datalogger 
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Temperature & Humidity Data Logger 

Features :  
The Dickson TX120 sets a new standard in affordable, accurate, and 
easy-to-use PC based recording. The TX120 is a compact, rugged, battery 
powered Logger capable of taking temperature and humidity readings just 
about anywhere. 

 

 
�  Ideal for accurate recording of temperature & humidity for quality control. 
�  Recorded temperature & humidity data is easily downloaded and integrated into spreadsheets and 

documents  
�  Battery Operation - 1 Year battery life 
�  Stores 7,680 Sample Points 
�  Temperature Range -40 to +176°F (-40 to 80°C) 
�  Humidity Range 25% to 95% RH 
�  Delayed Start Capability 
�  Faster Downloading 
 
User friendly DicksonWare™ software creates a graph of your data in seconds. DicksonWare™ features include 
complete customization of your graph, zooming, and viewing your data in tabular format. You can also view data 
from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring the data 
into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±2.25°F (±1.25°C) over range +14 to +176°F (-10 to +80°C) 
Temperature Sensor : Digital Sensor 
Humidity Range : 25 to 95% RH (non-condensing) 
Humidity Accuracy : ±5% from 25 to 95% RH at +41 to +122°F (+5 to +50°C ) 
Humidity Sensor : Monolithic 
Ambient Operating Conditions : -40 to +176°F (-40 to +80°C), 0 to 95% RH (non-cond ensing)  
Data Capacity : 7680 sample points 
Sample Interval : Records data in configurable 10 second to 24 hour intervals, in 10 second increments.  
Sample Storage Rate : Storage rate until logger is full may vary, dependent upon selected Sample Interval.  
Power Source : 3V lithium coin cell battery (user replaceable) 
Battery Life (Average) : 1 year 
Power Status Indicator : LED Indicator 
Resolution : 0.9°F, 0.9% R/H 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Software Required : A015 
DicksonWare™ Software Minimum Version Required : 6.0.0.5 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
Units / Pkg : 1 
Dimensions : 3.1" x 2.1" x 0.9" (7.9cm x 5.4cm x 2.2cm) 
Weight : 1.8 oz (49g) 
Warranty : 12 Month Limited 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data 
Logger, Dickson Data Logger, Dickson Logger, Dickson TX, Datalogger, Temperature and Humidity Data Logger, 
Temperature and Humidity Logger, Data Environment Logger, Datalogger 
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Pro Series Temperature & Humidity 
Data Logger w/ Display 

Features : 
We’ve taken our best selling Pro-Series Data Logger and added a LCD to 
create our best data logger yet! With a 1-year battery life and our best 
accuracy specifications, this compact logger lets you record over 32,000 
temperature and humidity sample points and view MIN, MAX and current 
readings with the push of a button. The TR320 features self-contained 
temperature and humidity sensors and a large 2.5 digit LCD. 

 

 
Use the TR320 for: 
�  Monitoring food, drug and chemical storage 
�  Checking building automation systems 
�  Monitoring storage of critical equipment and computers 
�  Recording conditions in clean rooms, chambers and incubators 
 
View downloaded data with user friendly DicksonWare™ software. It creates a graph of your data in seconds and 
features include customization of your graph and zooming and viewing your data in tabular format. You can also 
view data from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring 
the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -4 to +158°F (-20 to +70°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Digital sensor 
Humidity Range : 0 to 95% RH (non-condensing) 
Humidity Accuracy : ±2% @ 77°F (25°C), ±4% RH over 
range 0 to 95% @ +41 to +122°F (+5 to +50°C) 
Humidity Sensor : Monolithic 
Dew Point Range (Calculated) : -22 to +122°F (-30 to 
+50°C) 
Dew Point Accuracy (Calculated) : ±3.6°F (±2°C) from 30 to 
95% RH 
Ambient Operating Conditions : -20 to +122°F (-20 to 
+50°C), 0 to 90% RH (non-condensing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 
24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may 
vary, dependent upon selected Sample Interval. 
Power Source : 3.6V "AA" lithium battery (user replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 1 year 
Memory : Non-volatile (retains data when battery is removed) 
Display : 2.5 digit LCD 
Display Resolution : Temperature: 1°F; Humidity: 1% RH 
Display Min/Max : Yes 
Display Dimensions : 1" x .55" (25.4mm x 13.97mm) 

 Response Time : Temperature: 10 minutes to 63% FS typical; 
Humidity: 15 seconds to 63% full scale typical 
Download Time : Approximately 1.5 minutes 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: 
zero point & span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE 
Enclosure : ABS 
Software Required : A015 or A025 
DicksonWare™ Software Minimum Version Required : 7.20 
DicksonWare™ PC/Software Requirements : Microsoft 
Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster 
microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to 
male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) 
port 
Units / Pkg : 1 
Dimensions : 3.77" x 1.43" x 1.09" (9.58cm x 3.63cm x 
2.77cm) 
Weight : 2 oz. (57g) 
Included Accessories : "AA" 3.6V lithium battery 
Warranty : 12 Month Limited 

Key Features : 1. Digital Display, 2.Min/Max Display, 3.TR220 has "Push to Start" 
A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data Logger, Dickson 
Data Logger, Dickson Logger, Dickson TR, Datalogger, Temperature and Humidity Data Logger, Temperature and Humidity 
Logger, Data Environment Logger, Display Logger, Display Data Logger, LCD Logger, LCD Data Logger, Datalogger 
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Pro Series Temperature & Humidity Data Logger 
w/ Push to Start 

Features :  
Our new Push-to-Start Data Logger gives you the option to start logging 
data with the push of a button! With a 1-year battery life and our best 
accuracy specifications, this compact logger lets you record over 32,000 
temperature and humidity sample points, and offers a new push to start 
feature along with our standard wrap or stop-when-full recording features. 
The TR220 features self-contained temperature and humidity sensors. 

 

 
Use the TR220 for: 
 
�  Monitoring food, drug and chemical storage 
�  Checking building automation systems 
�  Monitoring storage of critical equipment and computers 
�  Recording conditions in clean rooms, chambers and incubators 
 
View downloaded data with user friendly DicksonWare™ software. It creates a graph of your data in seconds and 
features include customization of your graph and zooming and viewing your data in tabular format. You can also 
view data from several loggers on a single graph enabling easy comparison of multiple sets of data. Transferring 
the data into documents or spreadsheets is a snap! 
 

Specifications 
 
Temperature Range : -40 to +176°F (-40 to +80°C) 
Temperature Accuracy : ±1.8°F (±1°C) 
Temperature Sensor : Digital sensor 
Humidity Range : 0 to 95% RH (non-condensing) 
Humidity Accuracy : ±2% @ 77°F (25°C), ±4% RH over 
range 0 to 95% @ +41 to +122°F (+5 to +50°C) 
Humidity Sensor : Monolithic 
Dew Point Range (Calculated) : -22 to +122°F (-30 to 
+50°C) 
Dew Point Accuracy (Calculated) : ±3.6°F (±2°C) from 30 to 
95% RH 
Ambient Operating Conditions : -40 to +176°F (-40 to 
+80°C), 0 to 95% RH (non-condensing) 
Data Capacity : 32,512 sample points 
Sample Interval : Records data in configurable 10 second to 
24 hour intervals, in 10 second increments. 
Sample Storage Rate : Storage rate until logger is full may 
vary, dependent upon selected Sample Interval. 
Power Source : 3.6V "AA" lithium battery (user replaceable) 
Power Status Indicator : LED Indicator 
Battery Life (Average) : 1 Year 
Memory : Non-volatile (retains data when battery is removed) 
Push to Start : Yes 

 Download Time : Approximately 1.5 minutes 
Response Time : Temperature: 10 minutes to move 63% of 
full scale; Humidity: 15 seconds to move 63% of full scale 
MP100 Compatible : Yes 
Calibration : Standard Dickson Certificate of Calibration 
Available Calibration Options : User: zero point; Factory: 
zero point & span NIST traceable 
User Calibration w/ SW400 : Yes 
Approvals : CE 
Enclosure : ABS 
Software Required : A015 or A025 
DicksonWare™ Software Minimum Version Required : 
7.5.1 
DicksonWare™ PC/Software Requirements : Microsoft 
Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or faster 
microprocessor, 4 MB RAM, 1 free COM (serial) port, CD 
drive 
Units / Pkg : 1 
Dimensions : 3.77" x 1.43" x 1.09" (9.58cm x 3.63cm x 
2.77cm) 
Weight : 2 oz. (57g) 
Included Accessories : "AA" 3.6V lithium battery 
Warranty : 12 Month Limited 

A.K.A. : Data Logger, Computers, Hardware, Test Equipment, Pro Series Data Logger, Pro Logger, Pro Data Logger, Dickson 
Data Logger, Dickson Logger, Dickson TR, Datalogger, Temperature and Humidity Data Logger, Temperature and Humidity 
Logger, Data Environment Logger, Push to Start Logger, Push-to-Start Data Logger, Datalogger 
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DicksonWare™ 
Software and Serial Download Cable Version 8.0 

Features :  
�  Required to access and view data for all Data Logger Models - Not 

Including D100, D200, D135 
�  Microsoft Windows® compatible 
�  Allows for simple viewing and zooming of logged data 
�  Easy set-up of Dickson Data Loggers including: 

 

 
�  User selectable sample intervals from 10-seconds to 24-hours 
�  Display temperature in C or F 
�  Delayed logger start times 
�  Logger data capacity can be set to wrap data or stop when full 
�  Allow for real time monitoring and graphing with these units: 

Display Loggers (SR300, TR320, SM101, SM150, SM175, TM121, TM125), Data Loggers (SX100, 
TX120, SR200, TR300, SP100, SP150, TP120, HT100, HT120, HT125, SK500, TK500), Flat Panel 
LCD Recorders (FH125, FT121), Pressure Loggers (PR100, PR300, PR500) Universal, Event and 
Pulse Loggers (ES120, ES120A, EV100, PS100) 

�  Effortless exporting of data and graphs to other software 
�  Data can be viewed in tabular(numeric/table) or graphical formats 
�  Fast downloading of logged data - 30 seconds (typical) from full logger 
�  Even shows battery power status for battery operated loggers 
 

Specifications 
 
Compatibility : Display Loggers (SR300, TR320, SM101, SM150, SM175, TM121, TM125), Data Loggers 
(SX100, TX120, SR200, TR300, SP100, SP150, TP120, HT100, HT120, HT125, SK500, TK500), Flat Panel LCD 
Recorders (FH125, FT121), Pressure Loggers (PR100, PR300, PR500) Universal, Event and Pulse Loggers 
(ES120, ES120A, EV100, PS100) 
DicksonWare™ Cable Type/Length : 9 pin male D-shell to male 2.5mm stereo plug, 6’ long 
DicksonWare™ Computer Interface : RS-232 COM (serial) port 
DicksonWare™ PC/Software Requirements : Microsoft Windows® 95, 98, 2000, NT or XP; PC w/ 386 MHz or 
faster microprocessor, 4 MB RAM, 1 free COM (serial) port, CD drive 
DicksonWare™ Software Minimum Version Required : See Specific Model for Version Requirement 
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Locking Wall Mount Case, Medium 

Features : Data Logger Models: FT121, FH125, SM101, SM150, SM175, 
TM121, TM125   

 

Specifications 
 
A.K.A. : Medium Wall Mount Case, Locking Case, Wall Mount Case, Locking Enclosure, Flat Screen Locking 
Case, Display Logger Locking Case 
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Universal Input Chart Recorder, 8" Chart 

Features :  
The Dickson ESX signal chart recorder offers the flexibility of a 
standardized input recorder that can be used for a wide variety of 
applications. The microprocessor-based instrument offers high accuracy, 
flexibility and many other features normally offered only on higher priced 
chart recorders. 

 

 
�  Remote sensing capability with powered voltage or current transmitters 
�  High/Low Alarms feature and display of Min/Max readings (no controller/relay functions) 
�  User selectable output ranges and recording times 
�  Two screw terminals on back of the instrument allows easy connection of the input transmitter 
�  Locking control keypad & door 
�  User calibration 
�  AC Power with battery back up 
�  Keyhole slots for wall mounting 
�  User selectable decimal point placement to create desired output range on the display 
�  Large digital display 
 

Specifications 
 
Input Ranges : 0-20mA, 4-20mA, 0-5Vdc, 1-5Vdc (user selectable) 
Maximum Input Voltage : 5 volts (instrument records direct current - DC) 
Input Connections : Screw terminal block 
Output Ranges : 0 to +10, 0 to +200, 0 to +45, -150 to +250, 0 to +100, 0 to +2000, 0 to +500, -20 to +50, 0 to +1000, 0 to 
+250, 0 to +60, -20 to +120, 0 to +14, 0 to +30, +40 to +110, -30 to +50, 0 to +150, 0 to +300, -.10 to +.10, -50 to +50 (user 
selectable, including decimal point selectivity) 
Accuracy : 0.3% full scale, ±1 digit (recorder only) 
Sensor Capability : Any powered voltage or current transmitter with specified recorder input range 
Ambient Operating Conditions : +32 to +122°F (0 to +50°C), 0 to 90% RH (non-conden sing) 
Power Source : 120 V AC adapter, 4 "D" batteries used for back-up power (not included) (British and UK adapters available) 
Power Status Indicator : LCD Display 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Battery Life (Average) : 3 months in 24 hour mode (Backup Only) 
Channels : One (mA or Vdc) 
Display : 3.5 digit LCD 
Display Dimensions : 1.9" x 1.5" (48mm x 38mm) 
Display Resolution : 0.001, 0.01 or 1 depending on range selected 
Chart Size (Diameter) : 8" 
Recording Time : 24 hour, 7 day, 31 day (user selectable) 
Response Time : 20 seconds full scale, depending on transmitter 
Calibration : User zero calibration (key pad) 
Available Calibration Options : User: zero point; Factory: zero point and span NIST traceable 
Alarm : Audio/Visual; High/Low 
Approvals : CE approved model available 
Mounting : Free standing or wall mountable 
Dimensions : 13.2" x 10.5" x 2.8" (33.5cm x 26.7cm x 7.1cm) 
Weight : 7 lbs. (2.3 kg) 
Included Accessories : AC Adapter, pen, starter pack of (C412) charts 
Warranty : 12 Month Limited 
A.K.A. : Dickson Electronic Signal Chart Recorder, Dickson Universal Chart Recorder, Dickson Universal Input Chart Recorder, 
Dickson EX, Dickson ESX 
Key Features : 1. Large 8" Circular Chart, 2.Big Digital Display w/ Current, Min & Max Readings, 
3.High/Low Alarm 
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8" Chart, 0 to 100, 24 Hour 
- In stock for immediate delivery. 

Features : 60 Charts per Box  

 

Specifications 
 
A.K.A. : 650-041000, Dickson Chart, 8" Chart, 8" Circular Charts, Circular Charts, Paper Charts, Recorder Charts, 
Chart Recorder Charts, Chart Paper 
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Multipoint Monitor & 25' RS232PC Connector Cable 
(AC adapter included) 

Features : The MP100 makes it possible to monitor multiple locations from 
a single PC without spending a fortune! Each MP100 can connect 8 
Dickson Instruments to one PC, connecting 9 MP100’s together creates a 
network of 64 instruments. And each instrument can be as far as 1000’ 
from the MP100. Once installed you’ll never have to leave your desk again! 
For monitoring your processes anyway.  
 
�  Download data from your instruments without leaving your desk 
�  One MP100 connects 8 Instruments to one PC 
�  Connecting 9 MP100s together creates a network of 64 instruments 
�  Each Instrument can be placed up to 1000’ from the MP100 
�  For use with: All Display Loggers & Data Loggers (Pro series & SX/TX series) and the TH6, ET6 and KT655 

Chart Recorders 
 

Specifications 
 
Ambient Operating Conditions : +32 to +122°F (0 to +50°C) 0 to 95% RH (non-condens ing) 
Power Source : 120V AC adapter 
Power Cord : 6’ (2 meters) 
Battery Backup : Yes 
Power Status Indicator : LED Indicator 
Software Required : A015 or A025 
Dimensions : 4.26" x 8.08" x 2.25" (10.9cm x 20.6cm x 5.8cm) 
Weight : 1.19 lbs (539g) 
Included Accessories : AC adapter, 25’ extension cable and instruction manual 
Warranty : 12 Month Limited 


