Measurement 'urrﬁ_s

| Of mils (seleciable) M) OF TS (SeIeciable)

Under 15pum : #0.3um (absolute error) Under 50um : +1pum (absolute error)

Measurement precision 15um or greater : 42% (relative error) 50um or greater : £2% (relative eror)
No. of calibration
Parameler memaries 4 4

: 0.1um (less than 100pm)
Resolision 1am (100 of greater)
Is-t::l.amemn! 3 x3mm 5x 5mm
Display 16-digil dot-matrix LCD
External output Standard RS-232C (transmission speed 24000ps)
Statistical functions - No. of measurements, number of black numbers, average value, sfandard deviation, maximum value, minimum value
Data memory capacily Coaing data : 1,500 items No. of blocks per lat: 99
Printer 24-character thermal printer with 58mm paper width
e 100V AC (50/60Hz) or Batieries 6pcs. size “AA" (main unit)

Batteries 4pcs. size “AA” (printer)

Operaling lemperalure 0-+40°C
Main unit weight Net:1.1kg Shipment: 2.5kg
Dimensions Main Unit: 120 (W) x 250 (D) x 55 (H)mm Probe: ¢11 x90mm
Accessories 1 carrying case, 1 AC adapler, 1 Iron substrale (LE/LZ-200J), 1 Alminium subsirate (LH/LZ-200J). 1Calibration foil case, 1 set of calibration foils, 2 rolls of printer paper

N.B The probes for Model 200 (previous model) are not compatible with the probes for 200C & 200J Series.
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